
ACCUPULSE delivers precise, non-contact level measurement in a compact, easy-
to-deploy package. Its narrow beam and 49 ft range ensure reliable performance in 
challenging installations, while ±3 mm accuracy supports critical monitoring needs. 
Multiple mounting options simplify the installation of the sensor in challenging 
applications.
Loop-powered 4–20 mA output enables simple integration as it allows fast wireless 
setup via the ACCUPULSE mobile app. Available in PE (Polyethylene) and PVDF 
(Polyvinylidene Fluoride-Kynar), ACCUPULSE is available for both general-purpose and 
chemically demanding environments.

FEATURES
•	 Accurate / non-contact level measurement
•	 Multiple mounting options / narrow beam angle
•	 Simple installation
•	 4-20mA output loop powered
•	 Wireless configuration via mobile App
•	 Chemical resistant option

ORDERING INFORMATION
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Part Number Model Description
ACCUPULSE PE (Polyethylene) Body

1123058 ACPLS-GEN-20 Radar Level Transmitter, general purpose, 49 ft range, 4-20 mA, PE, 20 ft cable
1123059 ACPLS-GEN-40 Radar Level Transmitter, general purpose, 49 ft range, 4-20 mA, PE, 40 ft cable
1123539 ACPLS-GEN-KS6 Radar Level Transmitter, general purpose, 49 ft range, 4-20 mA, PE, 6 ft cable, KwikSwitch
1124228 ACPLS-GEN-KS20 Radar Level Transmitter, general purpose, 49 ft range, 4-20 mA, PE, 20 ft cable, KwikSwitch

ACCUPULSE PVDF (Polyvinylidene Fluoride - Kynar) Body
1123061 ACPLS-CHEM-20 Radar Level Transmitter, chemical resistant, 49 ft range, 4-20 mA, PVDF, 20 ft cable
1123062 ACPLS-CHEM-40 Radar Level Transmitter, chemical resistant, 49 ft range, 4-20 mA, PVDF, 40 ft cable
1123540 ACPLS-CHEM-KS6 Radar Level Transmitter, chemical resistant, 49 ft range, 4-20 mA, PVDF, 6 ft cable, KwikSwitch
1124229 ACPLS-CHEM-KS20 Radar Level Transmitter, chemical resistant, 49 ft range, 4-20 mA, PVDF, 20 ft cable, KwikSwitch

ACCUPULSE PVDF (Polyvinylidene Fluoride - Kynar) Body - HAZARDOUS ENVIRONMENT
1126984 ACPLS-ISCHEM-20 Radar Level Transmitter, IS rated, chemical resistant, 49 ft range, 20 ft cable
1126985 ACPLS-ISCHEM-40 Radar Level Transmitter, IS rated, chemical resistant, 49 ft range, 40 ft cable
1127022 ACPLS-ISCHEM-KS6 Radar Level Transmitter, IS rated, chemical resistant, 49 ft range, 6 ft cable, KwikSwitch
1127021 ACPLS-ISCHEM-KS20 Radar Level Transmitter, IS rated, chemical resistant, 49ft range, 20 ft cable, KwikSwitch

1047680 ACPLS-ISBAR Intrinsically Safe Barrier - TURK MZB87P
MOUNTING OPTIONS

1126951 ACPLS-BKT-FIX-3.0 Bracket for radar transmitter, SS, wall mount, 3.0 inch, fixed length
1126952 ACPLS-BKT-FIX-8.5 Bracket for radar transmitter, SS, wall mount, 8.5 inch, fixed length
1126953 ACPLS-WGT-SS Free Hanging, SS, Threaded Weight
1123068 ACPLS-BKT-ADJ-NO Bracket Adjustable Pivot Arm for radar transmitter, SS, wall mount, no unistrut (user supplied)
1123069 ACPLS-BKT-ADJ-24 Bracket Adjustable Pivot Arm for radar transmitter, SS, wall mount, 24 inch adjustable
1123070 ACPLS-BKT-ADJ-36 Bracket Adjustable Pivot Arm for radar transmitter, SS, wall mount, 36 inch adjustable

KWIKSWITCH OPTIONS
1123071 KWIKS-25-KIT KwikSwitch 4-Port Kit, 25 ft manifold cable, (2) 25 ft floats N.O., (1) Sealing Plug, SS mounting bracket & 6 hook bracket
1123072 KWIKS-50-KIT KwikSwitch 4-Port Kit, 50 ft manifold cable, (2) 25 ft floats N.O., (1) Sealing Plug, SS mounting bracket & 6 hook bracket
1123073 KWIKS-100-KIT KwikSwitch 4-Port Kit, 100 ft manifold cable, (2) 25 ft floats N.O., (1) Sealing Plug, SS mounting bracket & 6 hook bracket

NOTE: When choosing the KwikSwitch connection system, select an Accupulse transmitter model with KS at the end. Then select a sensor mounting 
bracket option and a KwikSwitch kit option.
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SPECIFICATIONSSPECIFICATIONS
PERFORMANCE
•	 Range:  7.87 in to 49.21 ft (0.2 to 15 m)
•	 Measuring Frequency:	 W Band, 76 to 81 GHz, 
		  5 GHz FMCW Bandwidth
•	 Update Rate:  1 to 3 Hz
•	 Power on to 1st reading:  6 seconds
•	 Accuracy:  ± 3mm
•	 Beam Angle:  8° (4° half angle)

ENVIRONMENTAL
•	 Process Temperature:  -40° to 158°F (-40° to 70°C)
•	 Process Pressure:  -14 to 43 PSI
•	 Dielectric Constant of Measured Medium: ≥ 2
•	 Protection Rating:  IP67

ELECTRICAL
•	 Operating Voltage: 12-28 VDC
•	 Reverse Voltage Protection:  ≤ 30V
•	 Spike Protection:  < 3kW
•	 Cable:  Polyurethane jacket, 22 AWG conductors, shielded

CONNECTIVITY
•	 Output Signal:  4-20mA, 2 wire+ shield
•	 Fault Output:  4.0mA, 22mA, or Last Value

PHYSICAL
•	 Process Fitting:  2” NPT
•	 Weight:  19 oz (535 g)

CERTIFICATIONS
•	 FCC, ISED, CE
•	 For Hazardous Location Models Only
	 •	 Class I, Division 1, Groups A, B, C, D
	 •	 Ex ia IIC T4 Ga
	 •	 Class I, Zone 0, AEx ia IIC T4 Ga, -40C ≤  Ta  ≤ +70

WARRANTY: 2 years

844-4PRIMEX (477-4639)
WWW.PRIMEXCONTROLS.COM

Accupulse installed on the Adjustable Pivot Arm, with a 
KwikSwitch connection, and 2 backup float switches.
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